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The V100 can operate two (2) R2S or RAS samplers at the same time at a sampling rates of 50 
LPM, and four (4) R2S or RAS samplers at 28.3 LPM.  Ask your sales representative for details.

V100 & 4 x RAS  @ 28.3 LPM V100 & R2S Dual @ 50 LPM
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MICROBIAL AIR SAMPLERS

EMTEK V100 Air Sampler ControllerEMTEK V100 Air Sampler Controller
The EMTEK Versatile 100 (V100) Air Sampler Controller offers a high 
level of versatility for microbial air monitoring of Critical Environments 
and Systems.

versatile air sampling solutionsversatile air sampling solutions
       to meet your monitoring needs

The Remote-Autoclavable Sampler is a Sieve Impactor Sampler with microbial recovery 
comparable to a Slit-to-Agar Air Samplers.

     • Constructed of Aircraft Grade Aluminum   
     • 300 Inlet Hole Cover
                 • Only 1.75" Tall and 4.25" in Diameter
     • Adjustable Test Media Stage 
     • May be Sterilized by Autoclave, or Chemically Santized/Sterilized 
     • From 0-60 Minutes of Monitoring per Sample Cycle
     • Sampling Rate Options of 28.3, 50 & 100 LPM
     

      NEW DESIGN!NEW DESIGN! Remote Autoclavable Sampler (RAS)

The Remote Compressed Gas/Confined Space Sampler (RCG) is a remote Slit-to-Agar        
Impaction sampling device which allows for sampling of compressed air and gas systems, 
and critical areas where a sampling device cannot be directly placed.
 
   R2S Assembley with the Addition of:
       • Aluminum Sanitary Inlet Attachment
       • SS Sanitary Clamp/PTFE Seal
       • Sanitary Barb
       • Vacuum Tubing
       • Dome Retention Assembly of Aluminum, 
          316 SS and Tubing    
       • 0-120 Minutes of Monitoring per Sample Cycle   
       • Confined Space Sample Rates: 28.3, 50 & 100 LPM                                          
       • Compressed Air/Gas Sample Rates: 50 & 100 LPM
       • Requires Microbial High Pressure Diffuser 
          for High Pressure Systems

     

      Remote-Slit-Sampler (R2S) 

The Remote-Slit-Sampler (R2S) is a remote 
Slit-to-Agar Impaction sampling device, which 
offers proven recovery efficiency in a small 
footprint.
 
• Constructed of Aluminum / 316 Stainless Steel
• Exterior Finish of White Epoxy/Polyester Coating
• Clear Polycarbonate Dome Assembly w/Distance Gauge
• Weight of 3.25 Pounds
• Dimensions of 5.5" Height x 5" Diameter
• Turntable Stepper Motor Controlled
• Base is Chemically Sanitizable, Dome/Seal Autoclavable
• From 0-120 Minutes of Monitoring per Sample Cycle
• Extended Sample Cycles Possible (e.g., 120 minutes)
• Sampling Rate Options of 28.3, 50 & 100 LPM (requires       
   different domes, as indicated by color coded distance   
   gauges mounts)
     

Compressed Gas/Confined Space (RCG)

Contact EMTEK or your local area representative
 for additional product information and pricing.

TEL 877.850.4244 sample@emtekair.com www.emtekair.com

V100 Controller

100 LPM (Blue) 50 LPM (Green) 28.3 LPM (Clear)

V100 Top Case of KYDEX    with                          antimicrobial protection.
TM 


